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はじめに

このたびは、ＹＳ形圧力スイッチをお買い上げいただきまして、ありがとうございます。
ご使用の前に、取扱説明書をよくお読みの上、正しくお使いください。
なお、お読みになった後は、お使いになる方がいつでも見られる所に必ず保管してください。

安全上のご注意

● 通電中にカバーを外さないでください。感電の恐れがあります。

● 電源を切ってから配線してください。感電の恐れがあります。

● 製品に水をかけないでください。感電の恐れがあります。

● コード入口ゴムを外さないで配線してください。または、コンジットを使用してください。
コードが傷付いて感電の恐れがあります。

● 取付ねじは、本体底部より挿入深さ4mm以下になるＭ4×0.7のねじを
使用してください。(注1)
挿入深さが4mmより長い場合、内部部品と接触して誤作動や破損、感電
の恐れがあります。

警告

取付方法
製品はどのような姿勢にも取り付けができます。また、壁面やパネル板に取り付ける時には、
本体背面にある本体取付用ねじ穴（M4×0.7）をご利用ください。
なお、取り付けには下記の項目にご注意ください。誤作動や破損の原因となります。

● 落下させないでください。

● 塗装しないでください。

● 圧力スイッチを配管ラインに取り付ける前には必ず管内のゴミ・異物を取り除いてください。
配管時には継手部に前後、左右、上下方向に過度の応力が加わらないように配管形状を整えた上で
取り付けてください。（注2）また、配管接続後に配管を押さえて整える事は行わないでください。

● 製品の配管時は相スパナ（注3）を使用してください。
（1/4フレア継手の締め付け推奨トルク：12～14N・m）

（注1）

!

必ずお読みください

操作方法・調整方法

調整手順として圧力上昇時、上昇作動値をレンジ調整ねじで最初に設定し、その後圧力下降時、
下降作動値を入切差調整ねじでセットしてください。
低圧側レンジ調整ねじを反時計方向に回すと、設定圧力が高くなります。また、入切差調整ねじを
時計方向に回すと入切差が大きくなります。この両方の調整ねじの操作で希望の設定値に
合わせることができます。高圧側レンジ調整ねじは時計方向に回すと、設定圧力が高くなります。
設定値変更の際は、圧力計で設定値を確認してください。目盛板は目安となります。

（注）ＤＹＳ形の高圧側は、入切差が固定式のため調整は出来ません。
（入切差調整ねじは付いておりません）

（注）手動復帰形も入切差は調整出来ません。手動復帰の際は規定圧力下降(上昇)後に
リセットボタンを押してください。規定圧力下降（上昇）前にリセットボタンを押すと、
誤作動及び破損の原因となります。

低圧側・高圧側レンジ調整 低圧側 入切差調整

低圧側レンジ調整ねじ

高圧側レンジ調整ねじ
入切差調整ねじ

図の ＋ 方向にねじを回すと設定圧力が高くなり、－ 方向に回すと低くなります。

点検方法

● 点検操作は、初期作動時やメンテナンス時のみ行うようにしてください。
● 通電中に圧力の上昇/下降で点検操作を行う場合には、カバーを取り付けた状態で行ってください。
● 通電中に手動で点検操作を行う場合には、感電しないように電気作業用手袋などの絶縁用保護具を使用し、

実施してください。
● 手動で点検操作を行う場合は、本体正面の作動板凸部以外を使用しないでください。内部部品の破損に

より、誤作動・作動不良の原因となります。
作動板凸部に掛ける力は作動板が角穴内で動く程度とし、作動板を無理に角穴内端面に押し付けないように

3.6

4mm or less

M4×0.7 screw

PREFCE
Failure to read and follow all instructions carefully before installing or operating

this PRESSURE CONTROLS could cause personal injury and/or property damage.

Save there instructions for future use.

NOTE FOR SAFETY

Do not open a cover during power on. Otherwise fingers may touch to alive parts and

cause of electric shock.

Make sure to power off the Product before wiring. It will be cause of electric shock.

Do not drop water on the Product. Water drip will touch to the alive parts makes earth

circuit and electric shock accident may result.

Do not arrange wiring without the rubber conduit. Without the rubber conduit may damage

lead wire and cause of an electric shock. Or use conduit tube.

Use a M4 x 0.7 mounting screw with an insertion depth of 4mm or less from the bottom

of the unit (Additional notes 1).

If the insertion depth is longer than 4mm, the screw will touch 

to the internal parts and may cause malfunction, failure, or electric shock.

WARNING
●

MOUNTING CAUTION
You can mount the product regardless of its orientation. When mounting it to the wall surface or the panel 

board, use mounting screw holes (M4 x 0.7) provided in the rear of the body. 

Before and during installation, be careful about the below caution, otherwise it may cause failure or defect.

Do not move any screw or parts other than adjusting screws and terminal screws.

Do not drop the Product.

Do not paint the Product.

Be sure to remove dust or other foreign particles in the pipes before connecting the Product to the pipe.

When you install the pressure switch to the piping, please arrange the shape of the piping so as not the

joint portion of the product to be excessively stressed to longitudinal, horizontal, or vertical directions

(Additional notes 2).

Also, please do not hold the piping to arrange the shape of it after the pressure switch is installed to it.

When connecting pipes to the element, be sure to use two spanners at the hexagonal portion

of bellows element in order to avoid deformation of the element (Additional notes 3).

（Recommended tightening torque of 1/4flare groove joint：12～14N・m）

（Additional notes 1）
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OPERRATION/ADJUSTMENT
LOW PRESSURE SIDE

Firstly, set the operation value with the range adjusting screw while pressure is rising. Then, set the 

operation value with the differential adjusting screw while pressure is decreasing. With turning the range 

adjusting screw to counterclockwise, the setting pressure rises. With turning the differential adjusting screw 

to clockwise, the differential enlarges. By turning there two adjusting screws, the desired setting pressure 

and differential are obtained.

Note : The manual reset series is not adjustable in the field. At the pressure decreasing, the contact 

operates automatically. At the pressure rising, the contact should be manually reset.

HIGH PRESSURE SIDE

Set the operation value with the range adjusting screw while pressure is rising. With turning the High 

Pressure range adjusting screw to clockwise, the setting pressure rises and the returning pressure also rise 

alongside. 

Note : As the differential of Type DYS (High Side) is not adjustable in the field. Hence, Type DYS (High Side) 

has no differential adjusting screw.

Note : In case of the manual reset series, the contact operates automatically at the pressure rising. At the 

pressure decreasing, the contact should be manually reset.

Note : When adjust the setting pressure, be sure to match the value of the pressure gauge. The numbers of 

scale plate is approximate value. 

Low Pressure Range/High Pressure Range

Low Pressure Range

Adjusting Screw

High Pressure Range

Adjusting Screw

Differential

Differential Adjusting Screw

＋ : The setting pressure will rising.

－ : The setting pressure will decreasing.

Read all instructions thoroughly

HOW TO INSPECT
● Perform inspection operation at the time of initial activation or maintenance only. 

● When performing inspection operation with the pressure increased/decreased while the unit is energized, 

do it with the cover installed. 

● When performing inspection operation manually while the unit is energized, do it wearing electrical 

insulating protectors, such as insulated electrical gloves, to prevent electric shock. 

● When performing inspection operation manually, use only the projected portion of the action part in front 

of the unit body. Using other parts may cause malfunction or defect due to failure of internal parts. 

LIMIT ON APPLICATION

The product is not designed nor manufactured for an use in such equipment or system that is intended to 

be used under such circumstances that may affect human life.

For application requiring extreme high reliability, please contact the Company first.

SCOPE OF WARRANTY

Unless otherwise agreed by the parties, warranty period of the product shall be one year after date of 

delivery to Buyer. In case of failure attributable to the Company within such period, the product shall be 

repaired or replaced without charge, provided that any one of followings are out of the warranty:

① Improper handling or application by user.

② Modification or repair by other than Company.

③ Any failure to be caused by acts of God, fire, storm of the like, war, riot, or the like

and other causes beyond the control of the Company.

Warranty described in this paragraph means the warranty for the product itself and does not include 

warranty for any consequential damage arising out of or occasioned by a defect or failure of the product.
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ＳＹＳ

ＤＹＳ

↑: Operating direction on pressure increase.

↑Ｍ2 : Operating direction on manual reset.

Circled numbers indicate terminal numbers

Ｌ↓ : Low Pressure Side : Operating direction on pressure increase.

Ｈ↑ : High Pressure Side : Operating direction on pressure increase.

Ｍ↓ : Operating direction on manual reset (TYPE : Ｍ).

Circled numbers indicate terminal numbers.

MOUNTING CONDITIONS
The operation of the Product should follow the below conditions, otherwise it will be cause of malfunction 

or performance decrement.

In case of using to exceed the below conditions, contact the Company.

Install the Product where vibration is less than 9.8m/s2.

Use the Product with the below temperature ranges.

Ambient temperature (TS) : －20℃ to 70℃, Fluid temperature : －20 to 120℃
Use the Product with fluid which does not corrode the bellows (copper alloy).

Use the Product within the Maximum working pressure range (PS). And, install the Product

where no pressure pulsation (Additional notes 4), excessive pressure fluctuation or

pressure hammer generates.

（Additional notes 4）
The pulsation can be confirmed 

by the vibration of action part. 

Do not touch energized part.

WIRING
When connecting electric wires, use the terminal screws attached on the micro switch. Refer to the wiring 

diagram for wiring according to each application. 

and be careful about the below points.

Use the Product within the electrical ratings.

Use the M4 x 0.7 terminal screw (6mm in length) attached on the unit.

Use the insulated round connecter to the terminal (Additional notes 5).

ELECTRICAL RATINGS

（Additional notes 2）

Longitudinal direction

Horizontal direction

Vertical direction

（Additional notes 3）

Clamping

Fixing
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（Additional notes 5）

The insulating part

The terminal

Regarding electrical rating, please refer electrical rating table which is indicated inside of switch cover.

OPERATION CHECK
Install and calibrate the product correctly and then check its operation to confirm correct function of 

the whole system when using.

The rust of edge has no effect on the product quality.

Apply the amount of force to the projected portion of the action part so that the action part moves within 

the rectangular hole. Never press the action part against the side face of the rectangular hole.

Also do not insert the screw driver inside the unit. Doing so may cause malfunction or defect due to failure 

of internal parts. 

When performing inspection operation manually, by applying an upward 

force to the projected portion with a screw driver (a flathead screw 

driver with a face width of approximately 5mm is recommended) to 

activate the unit, it operates in the same manner as when the pressure 

rises and the low pressure circuit is turned on.

Conversely, by applying a downward force to active the unit, it operates 

in the same manner as when the pressure decreases and the low 

pressure circuit is turned off.

絶縁部

端子部

（注5）丸型コネクター

使用上の制限
本製品は、人命にかかわるような状況下で使用される機器あるいはシステムに用いることを目的として
設計・製造されたものではありません。また、特に高信頼性が要求される用途に使用する際は、
あらかじめ当社へご相談ください。

保証範囲
本製品の保証期間は、別途に両社間で定めのない限りは、納入後１年間とさせていただきます。
保証期間内に当社の責による故障が生じた場合には、製品の修理または交換させていただきます。
ただし、次に該当する場合は、この保証範囲外とさせていただきます。
① 貴社の不適切な取扱い、または使用による場合。
② 当社以外の改造、または修理による場合。
③ 天災、災害、争乱その他不可抗力による場合。
また、ここでいう保証は本製品単体の保証を意味し、本製品の故障や瑕疵により誘発される損害は
除かさせていただくものとします。

締付

固定

平径17

平径12

（注3）相スパナの使用方法

左右

前後

上下

（注2）

作動板（本体角穴部）

取付条件
製品は次の条件でご使用ください。誤作動、性能低下の恐れがあります。
下記の範囲を超える条件で使用される場合は当社へご相談ください。

● 振動9.8m/s2 以下の所に取り付けてください。

● 本体周囲温度－20～70℃以内、流体温度－20～120℃以内でご使用ください。

● 銅合金を侵さない流体にご使用ください。腐食性流体及び蒸気には使用しないでください。

● 最高使用圧力以内でご使用ください。
また、衝撃圧力、過度の圧力変動、脈動(注4)等のない所に取付けください。

（注4）
脈動の確認は目視又は手指で本体角穴部の
作動板に触れ、作動板の動き、ぶれの有無で
確認することができます。
また、通電部への接触に注意してください。

配線方法

電線の接続はマイクロスイッチに装着されている端子ねじを使用し、結線図をご参照の上、
各用途に合わせて配線してください。
なお、次の項目にご注意ください。

● 電気定格以内でご使用してください。

● 端子ねじは装着されているM4×0.7（ねじ長さ：6mm）のねじをご使用してください。

● 端子への接続は、丸型コネクター（絶縁付）をご使用ください。（注5）

● 端子ねじ・アースねじ以外の部品は操作しないでください。

電気定格

電気定格はスイッチカバー内面に表示している定格表をご参照ください。

結線図

ＳＹＳ形

ＤＹＳ形

矢印↑ は圧力上昇時作動方向を示します。
矢印↑M2 は手動復帰方向を示します。

丸数字は端子番号を示します。

矢印↓L は低圧側圧力上昇時作動方向を示します。 矢印↑H は高圧側圧力上昇時作動方向を示します。
矢印↓M は手動復帰方向を示します。 丸数字は端子番号を示します。

作動確認
ご使用の際は、本製品を正しく取付け後、必ず試運転を実施し、全システムが完全に機能することを
確認してください。なお、本体端面等に錆が発生していても製品の特性に影響はありません。

ＳＹＳ形 ＤＹＳ形

してください。また、ドライバーを内部に挿入しないでください。内部部品の破損により、誤作動・作動
不良の原因となります。

手動で点検操作を行う場合は、凸部にドライバー（歯幅5mm程
度のマイナスドライバーを推奨）を当て、押し上げる方向に力を
加えて作動させると、圧力が上昇して低圧側回路がONした状態と
同じ動きをします。

逆に押し下げる方向に力を加えて作動させると、圧力が下降し
て低圧側回路がOFFした状態と 同じ動きをします。
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