
Name Body Bracket Bulb Bracket
Type Parts No. Type Parts No. Type Parts No. Type Parts No.

YS, NS, FE 
Series

SNS–AE01
(Standard Acce.) NS Series SNS–AE02 LWS

FWS
RWS

LWS–AE08

ALS, BLS ALS–AE09

LWS
PWS

(Except PWS-7060)
LWS–AE12SNS–AE11

ALS, BLS ALS–AE02
ALS, BLS ALS–AE01

Form

Size Max Press. Torque A B D E
1/2" Static

Press. 1MPa
12N・m
or less

Hex. 24 Hex. 22 R1/2 (43)
3/4" Hex. 32 Hex. 30 R3/4 (54)

Controls Catalog No. Size Parts No. Size
C

NS

TNS–C100 to C134
CNS–C115 (M2) to C134 (M2)

1/2" TNS–AB01
φ6

3/4" TNS–AB09

TNS–C1070
TNS–C1010C to C1070C

1/2" TNS–AB04
φ12.7

3/4" TNS–AB07

TNS–C1100 to C1150
1/2" TNS–AB17 φ12.7

Heat Proof3/4" TNS–AB18

INS–C1070M1
1/2" TNS–AB02

φ9.5
3/4" TNS–AB05

INS–C1120M1, C1150M1
1/2" TNS–AB15 φ9.5

Heat Proof3/4" TNS–AB16

WS

LWS–C1030 to C1094
PWS–7034 to 7094

1/2" LWS–AB02
φ9.5

3/4" LWS–AB05

LWS–C1120 to C1240
PWS–7120

1/2" LWS–AB15 φ9.5
Heat Proof3/4" LWS–AB16

LS

ALS–C1011 to C1050
BLS–C1020

1/2" ALS–AB03
φ10

3/4" ALS–AB06

ALS–C1090 1/2" ALS–AB10 φ10
Heat Proof

Controls Catalog No. Size
Parts No. Size

C×FCopper SUS

NS

TNS–C100 to C134
CNS–C115 (M2) to C134 (M2)

1/2" TNS–AC01 TNS–AC46
φ8×95

3/4" TNS–AC35 TNS–AC56

TNS–C1070 to C1150
TNS–C1010C to C1070C

1/2" TNS–AC05 TNS–AC12

φ15×115
3/4" TNS–AC09 TNS–AC14

INS–C1070M1 to C1150M1
1/2" TNS–AC02 TNS–AC11

φ12×95
3/4" TNS–AC06 TNS–AC13

WS

LWS–C1030 to C1090
1/2" LWS–AC15 LWS–AC21

φ12×110
3/4" LWS–AC17 LWS–AC23

LWS–C1120 to 1160
PWS–7120

1/2" LWS–AC19 LWS–AC25
φ12×80

3/4" LWS–AC20 LWS–AC26

LWS–C1200 to C1240
1/2" LWS–AC48 LWS–AC50 φ12×80

Heat Proof3/4" LWS–AC49 LWS–AC51

LWS–C1034 to C1094
PWS–7034 to 7094

1/2" LWS–AC16 LWS–AC22
φ12×140

3/4" LWS–AC18 LWS–AC24

EWS–C1080 to C1160 1/2"
EWS–AC27 − φ10.8×70

− EWS–AC28 φ12×75

LS ALS–C1011 to C1090
BLS–C1020

1/2" ALS–AC03 ALS–AC36
φ12×105

3/4" ALS–AC07 −

Size Max Press. Torque A B D E
1/2" Static

Press. 3MPa
12N・m
or less

Hex. 24 R1/2 10 20
3/4" Hex. 24 R3/4 10 22
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Insert Holder, Protect Tube (For Temperature Controls)

Insert Holder Protect Tube

Insert Holder Protect Tube

E

B DA C

D E F

CA Ｂ

M5 Distance Piece Protect Tube Bulb

ACCESSORIES
Mounting Brackets

(      ) SNS–AE11 Ambient temp.:−40 to 90℃




